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REV DESCRIPTION

NEW CAD DRAWING
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EXTENDED LENGTH 727 +2
(CLOSED LENGTH 427)

1

p/16" UNC

P1 STATIC FORCE AT 20°C: 1200N (+/-60N)
DAMPING ZONE 53mm (40mm) STANDARD OIL
SYMBOLISE TO SPEC 'D' (00-3816)
MATERIALS OF CONSTRUCTION:

ROD - BLACK NITRIDED CARBON STEEL

TUBE - BLACK EPOXY COATED CARBON STEEL

VALVE - BRASS

END FITS:

ROD - STEEL, ZINC & TRIVALENT PASSIVATE
TUBE - STEEL, ZINC & TRIVALENT PASSIVATE

Camloc

Motion Control

: CAMLOC MOTION CONTROL LIMITED - THE DESIGN AND INFORMATION CONTAINED IN

THIS DRAWING IS STRICTLY CONFIDENTIAL. IT IS THE EXCLUSIVE PROPERTY OF CAMLOC
MOTION CONTROL LIMITED AND MUST NOT BE USED, COPIED OR REPRODUCED IN PART
OR WHOLE WITHOUT WRITTEN PERMISSION FROM CAMLOC MOTICN CONTROL LIMITED

Supplied by H. A. Guden Co., Inc.
CAMLOC MOTION CONTROL LTD

Manufacturers of Caml/oc Gas Springs
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